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About SEPL
SEPL delivers innovative, efficiency-driven solutions
for the energy, fuel, and gas sectors, optimizing
performance and driving sustain- able advancements
across the industry.

Established in 2011, Saraswat Engineers Pvt. Ltd. is ISO
9001:2015, CE, UL, PESO & BIS (ISI) certified India’s one
of leading manufacturers of Gas Storage Equipment,
Vaporization Solutions, safety fittings and controlled
flow solutions.

Backed by an experience of more than 33+ years in the
industry, the firm boasts a proven track record of
delivering high-quality, precision-engineered solutions
that meet the most stringent global standards. Our
commitment to excellence is reinforced by cutting-edge
technology, rigorous quality control, and a customer-
centric approach, making us a trusted partner in driving
operational efficiency and safety in critical industries.

01 w w w. s e p l g l o b e . c o m

LPG VAPORIZATION
SOLUTIONS

GAS HANDLING
SOLUTIONS

FUEL STORAGE
SOLUTIONS

TRAINING AND
CERTIFICATION

Our Business Segments
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Our Vision
To be the global benchmark in delivering advanced,
high-performance solutions for the energy, fuel, and
gas sectors, leveraging cutting-edge technology, process
optimization, and sustainable engineering to drive
industry-leading safety standards.

Our AIM is to deliver
100 million tons of clean

fuel through our products
by 2030

Competitive Analysis
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Maintainance/Service/Replacement Costs

Total(Cs) <<< Total (Cc)

At SEPL, we prioritize ensuring that the total
cost of usage for a user throughout their
complete lifecycle remains competitive.

Our Manufacturing Ideology 

Precision
Manufacturing
Automated Computer Numeric
Control (CNC) machines for
precision.

Thorough QAP with
comprehensive quality check
parameters  to  va l idate
product performance.

Advanced Testing
And Validation

Compliance And
Certification
Each product complies with
standards and certifications
from authorities like ASME,
BS, PESO,CE, UL & ISO.

Advanced Material
Characterization
High performance material
selection and analysis for
a better product life.

PRODUCT CATALOGUE
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Our Prestigious Clients
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250+
Energy

Products 5000+
Happy

Customers

4+
Manufacturing

Facilities

15+
Countries

served

Leadership
Excellence :
Profiling our 
Track Record



LPG
VAPORIZERS
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LPG VAPORIZERS
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LPG VAPORIZERS

TM

LPG Vaporizers

Negligible
Maintanance

Designed as per code
ASME BPVC VIII

24X7 Service
and Support

5+ Safety 
interlocks

PESO/CCOE
Approved

PESO Approved Vaporizers
Material and specifications selection as per ASME BPVC VIII - ensuring safety.

Automatic heater cutoff on Low water level and Low temperature

Digital temprature control

LPG liquid level switch to ensure no liquid or debris in the line

Coated high thickness heating coils

PESO Approved to be used in tank and gas bank areas

Pressure switch for overpressure safety

Safety relief valve for excess pressure release

Armored cables and Flameproof equipment as per IS-60079

Flameproof/ Ex solenoid valve for liquid inlet control



*C in Model number denotes capacity,, i.e 50, 100 & X denotes option i.e. M : Mini, S :Standard etc
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LPG VAPORIZERS

TM

LPG Vaporizers

Negligible
Maintanance

Designed as per code
ASME BPVC VIII

24X7 Service
and Support

5+ Safety 
interlocks

PESO/CCOE
Approved

Technical Specifications

GASMAX LPG VAPORIZERProduct name 

Model Number

Permitted Liquids

Operating Temprature

Operational Voltage

Heating Load

Vaporizing Capacity

Design Pressure

SRV Set Point

Proof Pressure

Inlet Connection size

Temprature Sensor

Coil MOC

Tank MOC

Insulation

CCOE Approval number

GMCX

LPG, Propane, Butane

-20°C to 85°C

440V

3KW to 150 KW

30 Kg/hr to 1500 Kg/hr

17 Bar

225 PSI

35 Bar

Variable, Flanged #300 SORF

PT - 100

ASTM A312 Grade SS304

IS 2062:2011

LRB with Aluminium Cladding

A/S/HQ/UP/PVM/16
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LPG VAPORIZERS

TM

LPG Vaporizers

Negligible
Maintanance

Designed as per code
ASME BPVC VIII

24X7 Service
and Support

5+ Safety 
interlocks

PESO/CCOE
Approved

                    is available in 4 different options :
TM

Explosionproof Electrical
Enclosure and Cables

Temperature Controlled
Liquid Inlet

Relief Valve for Overpressure
Safety

Pressure Switch for
Overpressure Safety

LPG Liquid Level Sensor

Water Level Sensor for
Heater Protection

Features Mini Standard Pro Ultra
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Capacities Available

GASMAX 30

GASMAX 50

GASMAX 100

GASMAX 150

GASMAX 200

GASMAX 250

GASMAX 300

GASMAX 350

GASMAX 400

GASMAX 500

GASMAX 750

GASMAX 1000

GASMAX 1500

30 kg/hr

50 kg/hr

100 kg/hr

150 kg/hr

200 kg/hr

250 kg/hr

300 kg/hr

350 kg/hr

400 kg/hr

500 kg/hr

750 kg/hr

1000 kg/hr

1500 kg/hr

VAPORIZATION CAPACITYMODEL

* Compact Mini Model is only available upto 150 kg/hr Capacity.

** Capacities higher than 1500 kg/hr are also available as different model demand.

MINI* STANDARD PRO ULTRA

TM

LPG Vaporizers

LPG VAPORIZERS



LOT & 425 KG CYLINDER MANIFOLD ACCESSORIES
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LOT & 425 KG
CYLINDER
MANIFOLD
ACCESSORIES
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LOT & 425 KG CYLINDER MANIFOLD ACCESSORIES

Body

Inlet Connection

Internal Seals

Temperature rating

Brass IS 319/691210 / CW614N and Cw617N Grade

1-1/4″ – 5 ACME 2 G / CGA 790 V-1

VITON

- 20 to 65 Deg C

LOT ADAPTERProduct Name

Design Pressure 

Test Pressure

Design Temperature

Number of outlet points

Sizing

Inlet/Outlet

16.8 Bar

25 Bar

-20 deg C to 65 deg celsius

Variable as per design requirement

Variable as per design requirement 

Variable as per design requirement

LOT  MANIFOLDProduct Name

Design Code

Design Pressure

MOC

Design Temperature

Sizes

BSEN 13175/ ISO 14245

25 Bar

BRASS IS319/ CW617N

20 deg C to 75 deg Celcius

1/2"BSPFx 1/2"BSPM,   3/4" BSPFX 3/4BSPF

LPG NON RETURN VALVEProduct Name

Usage/Application

Design Pressure

Product Type

LPG

25 Bar

Decanting Adapter

Outlet Size
Female as per customer requirement 1/4″ *19 BSPT or
3/8″ *19 BSPT/ NPT



Design Code

Interchangeability

MOC

Working Temp

Design Pressure

End Connection

Liquid Outlet Rate

Media

ISO 14245

ISO 7241

BRASS IS 319 / 6912

-20 deg C – 65 deg C

25 KG/SQCM

3/4″ BSPPF

62.5 LPM 

LPG

QUICK RELEASE COUPLINGProduct Name

LOT & 425 KG CYLINDER MANIFOLD ACCESSORIES

Size

Design Code

Pressure Setting

Sheet

Spring Material

Material

Media

Inlet

1/4″ TO 2″ ( 6NB to 50 NB)

IS 12992

12 Bar to 26.8 Bar or as per design requirements

Nitrile Rubber/Teflon

SS304 

BRASS IS 319/CW614N/ S Steel

Gas

Male threaded BSPT or NPT as per requirements

POP ACTION SAFETY RELIEF VALVEProduct Name

Design Code:

MOC Body:

Capacity:

Size:

Temperature Rating

MW Pressur

Usage:

BSEN 13175

BRASS IS 319 / SS 304MAX. W.P: 25 KG/CM2

32 LPM / 70 LPM OR AS PER DESIGN REQUIREMENT

3/4″ BSPT – 2″ BSPT / FLANGE

-20 deg C to 75 deg C

25 Bar

with Liquid/ Gas

EXCESS FLOW CHECK VALVEProduct Name

w w w. s e p l g l o b e . c o m12



Design Pressure 

Maximum Allowable Pressure

Design Temperature

MOC

16.8 Bar

25 Bar

-20 deg C to 65 deg celsius

Nitrile Rubber, Braided

LPG LOT HOSEProduct Name

Design Code

Material

Design Pressure

Working Temp.

Size Available

ASA 300

CARBON STEEL or STAINLESS STEEL

25 BAR

-20 deg C to 65 deg Celcius

1″ – 2″

SIGHT FLOW INDICATORProduct Name

Design Pressure 

Test Pressure

Design Temperature

MOC

Connection size

16.8 Bar

20 Bar

-20 deg C to 65 deg celsius

Cast Iron, Plated

1/2” - 2” Flanged #300

Y STRAINERProduct Name

LOT & 425 KG CYLINDER MANIFOLD ACCESSORIES

w w w. s e p l g l o b e . c o m13

1/2” BSPTM X 3/8” BSPTM/
1/2” BSPTM X 1/4” NPTM
3/4” BSPTM x 3/4” BSPTM

Connection Size



Design Code

MOC Brass

Design Pressure

Design Temprature

Outlet Connection

Usage/application

BS EN 13175

IS 6912 / 319

25 KG/CM2

-20 deg C to 65 deg Celcius

ISO 7241

LPG

ACTUATOR VALVEProduct Name

LOT & 425 KG CYLINDER MANIFOLD ACCESSORIES

Design Code

MOC

Design Pressure

Design Temperature

Used With

BSEN 13175

Brass CW614N

25 Bar

-20 deg C to 75 deg Celcius

Multivalve Gaseous outlet and LPG

POL CONNECTORProduct Name

MOC  

Connection Size

Test Pressure

Forged CS

1/2” to 2” , Flanged and Threaded

35 KG/SQCM

BALL VALVEProduct Name

w w w. s e p l g l o b e . c o m14



MOC

Sizing

Brass IS 6912/319

Variable as per design requirement

BRASS FITTINGS/ADAPTORS/COUPLINGSProduct Name

LOT & 425 KG CYLINDER MANIFOLD ACCESSORIES

w w w. s e p l g l o b e . c o m15

Design Pressure 16.8 Bar

1/8” to 2” Metric/MCV/NPT (Variable as per design
requirement)Connection Sizes



VAPOUR OFF-TAKE SYSTEM (VOT) CYLINDER ACCESSORIES
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VAPOUR
OFF-TAKE
SYSTEM (VOT)
CYLINDER
ACCESSORIES



VAPOUR OFF-TAKE SYSTEM (VOT) CYLINDER ACCESSORIES

Design Pressure 

Test Pressure

Design Temperature

Number of outlet points

Sizing

Inlet/Outlet

16.8 Bar

25 Bar

-20 deg C to 65 deg celsius

Variable as per design requirement

Variable as per design requirement 

Variable as per design requirement

VOT MANIFOLDProduct Name

Design Code

Material of Construction

Seal & Washer

Max Working Pressure

Design Temprature

Inlet Connection

Outlet Connection

Pressure

IS 16280 -2014/ BSEN 13175

Zinc Alloy Casting

NBR/ Viton

16.8 Bar

-20 deg C to 65 deg C

Cylinder Valve 25.4 MM / 22MM 

MECV/ 3/8" CU/ Standard Nozzle

Unreduced Pressure

VOT CYLINDER ADAPTORProduct Name

Design Requirment

Design Code

Moc

Gasket

Max. W.P.

Test Pressure

Design Temprature

Media

Size Available

IS 6044 Part-1

BS EN 13175

BRASS IS 6912 / IS319

NBR / Viton

16.8 KG/CM2

25 Bar

-20 deg C to 75 deg C

LPG

MECV x FECV 

VOT NON RETURN VALVEProduct Name
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VAPOUR OFF-TAKE SYSTEM (VOT) CYLINDER ACCESSORIES

Design Pressure 

Design Temperature

MOC

Connection Size

Sizes

10 Bar

- 20 deg C to 65 deg celsius

Nitrile Rubber, Braided

FECV X FECV

Available as per requirement

LPG VOT HOSEProduct Name

Design Code

MOC

Design Pressure 

Test Pressure

Design Temperature

Connection Size 

Media

BS EN 13175

Brass IS 6912/319

16.8 Bar

25 Bar

-20 deg C to 65 deg celsius

1/2” BSTM X MECV or as per requirement

Gas / LPG

VOT MANIFOLD VALVEProduct Name

Design Code

MOC

Max. W.P.

Working Temp

Media

Size Available

Finishing

BS EN 13175

BRASS IS 6912 / 319

16.8 KG/CM2

-20 deg C to 75 deg C

GAS / PNG / LPG

1/4″ BSPPM – 3/8″ BSPPM

Polished

NEEDLE CONTROL VALVEProduct Name

w w w. s e p l g l o b e . c o m18



VAPOUR OFF-TAKE SYSTEM (VOT) CYLINDER ACCESSORIES

Design Code

MOC

MOP

Max. Working Temp.

Sizes Available

BSEN 13175

Brass Is 6912 With Plating

5 Bar

70o C

3/8", 1/4" And 1/2" Used With Gases Other Than O2

PRESSURE GUAGE VALVE (PUSH TO TEST)Product Name

MOC

Connection Sizes

Brass IS 6912/319

BRASS FITTINGS/ADAPTORS/COUPLINGSProduct Name

w w w. s e p l g l o b e . c o m19

Design Pressure 16.8 Bar

1/8” to 2” Metric/MCV/NPT (Variable as per design
requirement)



GAS REGULATING AND PRESSURE REDUCING EQUIPMENT
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GAS REGULATING AND PRESSURE REDUCING EQUIPMENT

Design Code

Max Inlet Pressure

Outlet Set Pressure

Body

Trim

Diaphragm

Inlet  Connection

Outlet Connection

BSEN 334 / EN-88

0.5 to16.8 Bar

0.5 PSI, 5 PSI, 10 PSI, 15 PSI and 20 PSI
  
Zinc Alloy/ Alluminium Alloy

Brass / Steel

NBR/ Viton or as per compatibility of Gas

FECV  or as per Design

1/2" BSPTMF to 4" BSPPF

PRESET REGULATORProduct Name

Design Code

MOC

Media

Intel Pressure Range

Outlet Pressure Range

BSEN-334

ZINC/ ALLUMINIUM   ALLOY CASTING

LPG, PNG Nitrogen, CO2, Argon

1-17 KG/SQCM

0.2-2KG/SQCM

ADJUSTABLE GAS REGULATORProduct Name

MOC

Connection sizes

Maximum working pressure

Working temperature 

CS/ Zinc Alloy

1/2 ”, 1” , 2 ” or as per design requirement

20 Bar

-20 deg C to 65 deg C

FLAME ARRESTOR Product Name

w w w. s e p l g l o b e . c o m21



GAS REGULATING AND PRESSURE REDUCING EQUIPMENT

MAX. W.P.

Filtration

MOC

Connection

20 BAR

20 to 50 Micron

CAST IRON/ ALLUMINIUM

1/2″, 3/4″, 1″ FLANGE #150

LPG GAS FILTERProduct Name

Design Code

Pressure

Filtration

End Connection

Size

API1164

16.8 BAR

50 MICRON

FLANGE #150/300

25 NB, 40 NB, 50 NB, 80 NB etc.

LIQUID TRAP Product Name

Design Code

MOC

MOP

Max. Working Temp.

Sizes Available

BSEN 13175

Brass Is 6912 With Plating

5 Bar

70o C

3/8", 1/4" And 1/2" Used With Gases Other Than O2

PRESSURE GUAGE VALVEProduct Name
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GAS REGULATING AND PRESSURE REDUCING EQUIPMENT

CHANGE OVER MANIFOLD PANEL WITH OR WITHOUT SMS FACILITY

ELECTRONIC AUTOCHANGEOVER PANELProduct Name

SYSTEM INCLUDE WEATHER PROOF / FLAME PROOF PRESSURE
SENSOR FOR LPG AND PNG

HIGH & LOW PRESSURE ALARM SYSTEMProduct Name

w w w. s e p l g l o b e . c o m23



HOSES AND PIGTAILS
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HOSES
AND
PIGTAILS
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Design Code 

Moc 

Max. W. P.

Media 

End Connection

Size Available 

IS 9573 / 1762

NITRILE BRAIDED WRAPPED

10 KG/SQCM to 25 KG/SQCM

GAS / PNG / LPG

FECV x FECV

18", 24", 30", 36"

CYLINDER FLEXIBLE PIGTAILProduct Name

Media: 

Design Requirment

Design

MOC

Max. W.P.

Design Temprature

Size Available

Cable Color

Length

GAS / PNG / LPG

IS 6044 Part-1

IS9573

NITRILE BRAIDED WRAPPED

10 KG/CM2

-20 deg C to 65 deg Celcius

18″, 24″, 30″, 36″, 48″, 60″ OR Customized

Orange and Customized

Customized

BURNER FLEXIBLE PIGTAILProduct Name

Design Code

MOC

Max. W.P.

Design Temprature

Media

End Connection

Size Available

BS EN 13175

BRASS IS 6912 / COPPER

10 KG/CM2

-20 deg C to 65 deg C

GAS / PNG / LPG

3/8″ BSPPF x 3/8″ BSPPF

12″, 18″, 24″ OR AS PER CONSUMER REQUIREMENT

COPPER BURNER PIGTAILProduct Name

HOSES AND PIGTAILS



HOSES AND PIGTAILS

MOC

Connection sizes

Maximum working pressure

Working temperature 

Gases/Liquid

Braided Nitrile Rubber

1/2 ”, to 2 ” or as per design requirement

25 Bar

-20 deg C to 65 deg C

LPG, Propane and Butane

DECANTING HOSEProduct Name

MOC

Connection sizes

Maximum working pressure

Working temperature 

Stainless steel/Nitrile

1/2 ”, 1 ” , 2 ” or as per design requirement

10 Bar

-20 deg C to 85 deg C or as per design requirement

SS BELLOW PIPESProduct Name
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TANKS/BULK STORAGE SOLUTIONS
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TANKS/BULK
STORAGE
SOLUTIONS
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MOC

Connection sizes

Design Pressure

Working temperature 

SRV Set Point

Testing Procedure

Brass/Stainless Steel SS316

2”, 3”, 4” Fully internal or as per design requirement

25 Bar

-20 deg C to 85 deg C or as per design requirement

225 PSI, 275 PSI or variable as per design requirement

Hydraulic/Pneumatic

INVERTED SPRING LOADED SAFETY RELIEF VALVEProduct Name

MOC

Test Pressure

Maximum working pressure

Working temperature 

Leveling Method

SRV set point

Capacity

Stainless steel/MS

25 Bar

16.8 Bar

-30 deg C to 85 deg C 

Magnetic

225 PSI

100L to 500L

LPG DAYTANKProduct Name

TANKS/BULK STORAGE SOLUTIONS

MOC

Connection sizes

Maximum working pressure

Working temperature 

Gases/Liquid

Braided Nitrile Rubber

1/2 ”, to 2 ” or as per design requirement

25 Bar

-20 deg C to 65 deg C

LPG, Propane and Butane

DECANTING HOSE / H.P. HoseProduct Name



TANKS/BULK STORAGE SOLUTIONS

MOC

Flow range

Connection size

Working temperature 

Media

Brass IS 6912/319

5 to 1000 LPM 

1/2” to 2” or as per design requirement

-30 deg C to 65 deg C 

LPG, Propane, Butane

THREADED EXCESS FLOW CHECK VALVEProduct Name

MOC

Connection size

Calibration Method

Working temperature 

Media

SS 316

Threaded/Flanged upto 2”

Absolute

-30 deg C to 65 deg C 

LPG, Propane, Butane

LEVEL GUAGE FLOAT TYPEProduct Name
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COMMERCIAL BURNERS

30 w w w. s e p l g l o b e . c o m

COMMERCIAL
BURNERS



COMMERCIAL BURNERS
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Design Code

MOC

Working Pressure 

Capacity 

Inlet Connection 

Efficiency 

Fuel Type 

IS 14612-2013

Brass Forged Assembly, CI Head

0.35 Kg/cm

15340 Kcal/hr

3/8" Bsppm Cu

48% As Per Is 14612

LPG/PNG

T-35 BURNERProduct Name

Design Code 

MOC

Working Pressure 

Capacity 

Inlet Connection 

Efficiency

Fuel Type

IS14612-2013

Brass Forged Assembly, Ci Head

0.35 Kg/cm

9500 Kcal/hr

3/8" Bsppm Cu

50% As Per Is 14612

LPG/PNG

T-22 BURNERProduct Name

Design Code 

MOC

Working Pressure 

Capacity 

Inlet Connection 

MODEL AVAILABLE

Fuel Type

IS14612-2013

Brass Forged Assembly

0.35 Kg/cm

15340 Kcal/hr

3/8" Bsppm CU

V-300, V-600, V-900, V-1200

LPG/PNG

V-TYPE BURNERProduct Name



COMMERCIAL BURNERS
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Design Code

MOC

Working Pressure

Capacity

Inlet Connection

Fuel Type 

Is 14612-2013

Brass Forged Assembly, CI Head

0.35 Kg/cm

15340 Kcal/hr

3/8" Bsppm Cu

LPG/PNG

M-35 BURNERProduct Name

Design Code

MOC

Working Pressure 

Capacity 

Inlet Connection

Fuel Type

IS 14612-2013

Brass Forged Assembly, CI Head

0.35 Kg/cm

9500 Kcal/hr

3/8" Bsppm Cu

LPG/PNG

M-22 BURNERProduct Name

Model

Working Pressure

Heating Capacity

Inlet Connection

Fuel Type

IB 300, Ib 450

0.035 Kg/cm

1700 Kcal/hr , 4280 Kcal/hr

3/8" Bsppm Cu

LPG/PNG

INFRARED BURNERProduct Name



COMMERCIAL BURNERS
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MOC

Working Pressure

Capacity

Inlet Connection 

Model Available

Fuel Type

Brass Forged Assembly

0.35 Kg/cm

15340 Kcal/hr

3/8” BSPPM CU

L-300, L-600, L-900, L-1200

LPG/PNG

RL TYPE BURNERProduct Name

MOC

Working Pressure

Capacity

Model

Fuel Type

Brass Forged Assembly

0.35 Kg/cm

5040 - 10100 Kcal/hr

IFT-150, FT-225, FT-300

LPG/PNG

FISH TAIL BURNERProduct Name

Design Code

MOC

Working Pressure

Efficiency

Fuel Type

As Per ISI Code

Brass Forged Assembly, CI Head

0.35 Kg/cm

Tested As Per IS 14612

LPG/PNG

C-TYPE BURNERProduct Name
C-65

CAPACITY : 21180 K CAL/HR

C-35
CAPACITY : 15340 K CAL/HR

C-22
CAPACITY : 9500 K CAL/HR



Corporate Office :
7A(12 to 14), 7th Floor,
VSR 114 Avenue,
Sector 114, Gurgaon - 122001

Manufacturing Unit 2 :
J-136, IIDC UPSIDC,
Kosi Kotwan
Uttar Pradesh 281403

Registered Office :
KH- 1188, Street no. 12,
Kapashera,
New Delhi 110043

Manufacturing Unit 1 :
J - 189, IIDC UPSIDC,
Kosi Kotwan
Uttar Pradesh 281403

Manufacturing Unit 4 :
E-179, IIDC UPSIDC,
Kosi Kotwan Extension - 1,
Uttar Pradesh 281403

Manufacturing Unit 3 :
J - 180-181, IIDC UPSIDC,
Kosi Kotwan
Uttar Pradesh 281403

+91-7310958560
+918447158245

info@seplglobe.com
sales@seplglobe.com

www.seplglobe.com


